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RADIOGRAPHIC SHIELDING 
 
PREFACE 
These calculations are done according to, and consistent with recommendations 
contained in the National Council on Radiation Protection and Measurements (NCRP) 
Report No. 147 “Structural Shielding Design for Medical X-Ray Imaging Facilities” and 
Report No. 151 “Structural Shielding Design and Evaluation for Megavoltage X- and 
Gamma-Ray Radiotherapy Facilities” and the American Association of Physicists in 
Medicine Task Group Report No. 108 “PET and PET/CT Shielding Requirements.  The 
calculations herein are based on a design limit of 20 μGy/week to members of the general 
public and 100 μGy/week to occupationally exposed workers whose dose is monitored.  
This is consistent with 10 CFR Part 20, State of Colorado Regulations 6 CCR 1007, and 
with the International Commission on Radiological Protection Publication No. 26 to keep 
exposures "As Low As Reasonably Achievable" (ALARA). 
 This shielding analysis applies to the specified room layout, application, workload, 
and occupancy of surrounding areas.  If there are any changes to any of these conditions, 
the shielding must be re-evaluated by a Qualified Expert (QE). 
 
BACKGROUND INFORMATION AND ASSUMPTIONS	  

Standard Assumptions 
• Walls are assumed to include two 5/8 inch gypsum sheets, with a 3 inch 

interspace.   
• Windows are assumed to be glass or acrylic.  Windows are assumed to have 

zero lead equivalence.   
Facility Description 
• Multi-story building over uptake area; single-story at PET-CT location. 
• Floor to floor distance from first to second floor is 15 feet, 4 inches. 
• Floor construction:  minimum thickness of 4.5 inches normal density concrete. 

Occupancy 
• Full occupancy assumed above Uptake Rooms and Hot Toilet. 
• See attached diagram for occupancy of surrounding areas. 

 
Workload 
• For PET: 40 patients per week, each administered 12 mCi F-18; 45 minutes in 

uptake room and 30 minutes in scan room; 25 of patients in each uptake room 
per week. 

• For CT:  40 attenuation correction (AC) body scans per week; 15 diagnostic 
head exams and 25 diagnostic body exams per week. 

• For CT: DLP of 400 mGy-cm for AC scans; 1300 mGy-cm for diagnostic head 
exams and 800 mGy-cm for diagnostic body exams assumed. 

• For CT:  10% of exams repeated with and without contrast. 
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SHIELDING SPECIFICATIONS 
 
1. The PET-CT control room window requires 2.38 mm lead equivalence. 
 
2. The PET-CT door needs 1/16” (1.59 mm) of lead.  The Uptake Room doors need 1/8” 

lead. 
 
3. Please refer to the enclosed color-coded diagram for the specified shielding. 
 
4. 1/16 inch lead shielding is required for the ceiling above the uptake rooms.  NOTE:  

The shielding in the uptake room walls needs to extend to the shielded ceilings. 
 
5. It is important to note that the recommended shielding is the minimum thickness 

required.  However, it may turn out that a thicker lead is less expensive or more easily 
available.  In that case, it is advisable to use the thicker lead as a cost-effective 
alternative.  

 
6.  Records of shielding must be maintained by the facility, available for inspection, as 

required by 6CCR 1007-1 Part 6, RH 6.3.2.3. 
 
7. An evaluation of the shielding after installation (“shielding evaluation”) should be 

performed by a Qualified Expert after construction is complete.   
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DIMENSIONS ARE TO FACE OF INTERIOR GYPSUM BOARD, TILE 
BACKER BOARD, FACE OF EXTERIOR WALL MATERIALS, STRUCTURAL 
GRIDS AND CENTERLINES WHERE INDICATED.
ALL GYPSUM WALLBOARD TO BE 5/8" UNO TYPE 'X' EXCEPT AT THE 
FOLLOWING LOCATIONS: 

AT RESTROOMS WITHOUT A SHOWER (TCNA COM2 AREAS), 
PROVIDE 5/8” UNO MOISTURE AND MOLD RESISTANT GYPSUM 
BOARD COMPLYING WITH ASTM C1396 FOR WALLS AND BEHIND 
TILE.  
AT WET AREAS INCLUDING BUT NOT LIMITED TO SHOWERS, 
STERILE PROCESSING ROOMS, JANITOR CLOSETS, SAUNAS, AND 
SWIMMING POOLS (TCNA COM3/4 AREAS), PROVIDE:

AT TILE AND WALL PROTECTION LOCATIONS:  PROVIDE 5/8” 
UNO COATED GLASS-MAT FACED WATER-RESISTANT 
GYPSUM WALLBOARD COMPLYING WITH ASTM C1178 OR 
5/8” UNO CEMENT BACKER BOARD COMPLYING WITH 
ASTM C1325 
AT PAINTED GYPSUM BOARD LOCATIONS (INCLUDING 
CEILINGS): PROVIDE 5/8” UNO TYPE ‘X’ MOISTURE AND 
MOLD RESISTANT GYPSUM BOARD COMPLYING WITH ASTM 
C1396

PROVIDE RATED ENCLOSURES OR PUTTY PACKS AROUND ALL 
OUTLETS, BOXES, CABINETS, PIPING, DUCTWORK, ETC., THAT ARE 
RECESSED IN WALLS. ENCLOSE TO PROVIDE SAME RATING AS THE 
WALL WHERE IT IS LOCATED.  SEE DETAILS ON THE A7 SHEETS.
DOORS SHALL BE LOCATED 4" FROM ADJACENT PERPENDICULAR 
WALL TO THE INSIDE EDGE OF THE DOOR FRAME, UNO. SEE DOOR 
DETAILS ON THE A8 SHEETS.
J-BOXES SHOWN BACK-TO-BACK MAY BE ADJUSTED TO OFFSET THE
BOXES WITH APPROVAL FROM THE ARCHITECT.  SEE DETAILS ON THE
A7 SHEETS.
HIGHEST PRIORITY PARTITIONS ARE LISTED FIRST IN THE PARTITION
LEGENDS.  SUBSEQUENT PARTITIONS DECREASE IN PRIORITY.  HIGHER
PRIORITY WALLS TAKE PRECEDENCE, SEE WALL PRIORITY DETAILS ON
A7 SHEETS.
EXISTING PARTITIONS APPEAR AS "HALF-TONE" ON PLANS.
FOR LEVEL 5 DRYWALL FINISH LOCATIONS REFER TO FINISH LEGEND
AND FINISH PLANS.
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SHIELDING NOTES                              
                                  
1.   Lead barriers should extend to a height of 7 feet unless otherwise specified. 
 
2.   All lead seams and joints should be overlapped with adjacent shielding.   
 
3.   All penetrations of the lead shielding (electrical outlets, light fixtures, locksets, 

switches , pipes, ducts, etc.) must be shielded by placing equivalent lead shielding 
behind the penetration with sufficient overlap to prevent a direct "line of  sight" path 
from the x-ray tube or patient.  Special designs may be necessary for large 
penetrations.  Design of shielding for major penetrations should be reviewed by the 
QE. 

 
4.   All doors should be shielded with lead thickness equal to or greater than that of the 

adjacent wall.  Doors should extend as close to the floor as possible.  Locksets and 
door frames must also provide equivalent lead protection.  Often steel doors can be 
substituted for lead lined doors.  Consult the QE if you wish to pursue that option. 

 
5.   Windows must have a lead equivalence equal to or greater than that of the wall in 

which they are mounted.  Window frames must also be shielded to overlap both the 
window and adjacent wall.  If only minimal shielding is required, plate glass may be 
specified.  If so, special attention must be given to transparency of laminated sheets 
of glass.  Windows must be sized and positioned so that operators of various heights 
may view the patient. 

 
6.   A survey should be conducted by a registered medical physicist to verify adequacy 

and proper installation of shielding, imaging equipment, and radiation safety program 
prior to patient exams.   

 
7.   Any barriers specified in concrete shall have a density of 147 lbs/cu ft unless 

otherwise specified.  Any structures embedded in the concrete (conduits, 
switchboxes,etc.) may require compensating shielding.  Barriers specified in 
wallboard should be sheets of 5/8" or thicker type "X" wallboard with seams 
arranged in a non-overlapping fashion. 
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DESIGN REQUIREMENTS FOR AN OPERATOR'S BOOTH  
(From Colorado Department of Public Health and Environment Regulations, Part 6 Appendix 6B) 
 
 
6B.1  Space Requirements:  
 
  6B.1.1 The operator shall be allotted not less than 0.7 m2 (8 ft2) of     

  unobstructed floor space in the booth.  
 
  6B.1.2  The operator's booth may be of any geometric configuration with no   
   dimension less than 0.6 m (2 ft).  
 
  6B.1.3  The space shall be allotted excluding any encumbrance by the x-ray control panel, such  

  as overhang, cables, or other similar encroachments.  
 
  6B.1.4  The booth shall be located or constructed such that unattenuated scatter radiation  

  originating on the examination table or at the wall cassette cannot reach the operator's  
  location within the booth.  

 
6B.2 Structural Requirements:  
 
  6B.2.1  The booth walls shall be permanently fixed barriers at least 2 m (6.5 ft) high.  
 
  6B.2.2  When a door or movable panel is used as an integral part of the booth structure, it must  

  have an interlock that will prevent an exposure when the door or panel is not closed in its  
  shielding position. 

   
  6B.2.3 Shielding shall be provided to meet the requirements of Part 4.  
 
6B.3 Viewing System Requirements: 
  
  6B.3.1 Each booth shall have at least one viewing device that will:  
 
   (1)    Be so placed that the operator can view the patient during any exposure, and  
 
   (2)    The device shall be so placed that the operator can have full view of any   

   occupant of the room and should be so placed that the operator can view any  
   entry into the room. If any door that allows access to the room cannot be seen  
   from the booth,  then that door must have either an interlock controlling the  
   exposure that will prevent the exposure if the door is not closed; or a warning  
   light must be activated at the control panel when the door is opened.  

 
  6B.3.2 When the viewing system is a window, the following requirements also apply: 
  
   (1)  The viewing area shall be at least 0.1 m2 (1 ft2).  
 
   (2)  The design of the booth shall be such that the operator's expected position when  

   viewing the patient and operating the x-ray system is at least 0.5 m (1.5 ft) from  
   the edge of the booth.  

 
   (3)  The material constituting the window shall have at least the same lead   

   equivalence as that required in the booth's wall in which it is mounted.  
 
 6B.3.3 When the viewing system is by mirrors, the mirror(s) shall be so located as to accomplish the 

general requirements of 6B.3.1. 
 



Community Hospital Grand Junction
PET CT Room B1076
Siemens Biograph Trinion EP

khead 0.00009 1/cm
kbody 0.0003 1/cm

Exam
Number 
per week

Fraction 
repeated 
pre/post 
contrast

DLP per scan 
(mGy cm)

Weekly Air 
Kerma at 
1m (mGy) Exam

Scan 
length Pitch

mAs/ 
rotation

CTDI100 
periph/ 
mAs CTDI kVp scan kVp

Weekly 
Air Kerma 
at 1m

AC 0 1 0
Diagnostic 15 1.1 1300 2

AC limited 40 1 400 6
AC general 25 1.1 800 8

Total: 16 mGy @ 1m 0 mGy @ 1m

Isotope Half-life (min)

Effective 
Dose rate 
constant 
(μSv 
m2/MBq 
hr)

Patients per 
week

Activity at 
time of 
injection (mCi)

Activity at 
time of 
injection 
(MBq)

Patient 
transmission 
factor

Uptake 
Time 
(min)

Time in 
bathroo
m (min)

Fraction 
remainin
g after 
voiding

Activity at 
start of 
scan 
(MBq)

Time in 
scan room 
(CT+NM 
time, min)

Total 
Workload

Weekly 
dose per 
room @ 
1m (μSv 
m2)

F-18 109.8 0.143 40 12 444 1 45 3 0.85 284.0385 30 Hotlab 42
Rb-82 1.266 0.159 0 Scan 740
Ga-68 68.3 0.134 0 Toilet 81

Uptake 1037

Barrier
Lead thickness 

(cm) B
Transmissio

n factor

Equivalent 
Concrete 

thickness (cm)
Control 
Point

Total NM 
weekly 

dose (μSv)

NM Fraction 
of design 

goal

CT 
Fraction 
of design 

goal

Total 
Fraction 
of design 

goal
1 0.24 1.334 0.749 4.6 Lead cm mm A 66.0 0.66 0.01 0.67
2 9.60 2.E+06 0.000 99.7 1/64" 0.0397 0.3968 B 5.3 0.05 0.00 0.05
3 0.16 1.206 0.829 3.4 1/32" 0.0794 0.7937 C 1.7 0.02 0.00 0.02
4 0.00 1 1 3/64" 0.1191 1.1906 D 0.0 0.00 0.00
5 0.64 2.329 0.429 9.5 1/16" 0.1588 1.5875 E 0.0 0.00 0.00 0.00
6 0.32 1.483 0.674 5.7 3/32" 0.2381 2.3812 F 0.0 0.00 0.00 0.00
7 0.64 2.329 0.429 9.5 1/8" 0.3175 3.175 G 0.0 0.00 0.00 0.00
8 0.64 2.329 0.429 9.5 3/16" 0.4763 4.7625 H 7.0 0.07 0.00 0.07
9 0.64 2.329 0.429 9.5 1/4" 0.635 6.35 I 33.0 0.33 0.33
10 0.64 2.329 0.429 9.5 3/8" 0.952 9.52 J 36.2 0.36 0.36
11 0.64 2.329 0.429 9.5 1/2" 1.27 12.7 K 22.5 0.23 0.23
12 0.64 2.329 0.429 9.5 5/8" 1.5875 15.875 L 13.7 0.14 0.14
13 0.32 1.483 0.674 5.7 3/4" 1.905 19.05 M 22.6 0.23 0.23
14 0.00 1 1 N 17.3 0.17 0.17
15 0.00 1 1 O 24.8 0.25 0.25
16 0.00 1 1 P 48.1 0.48 0.48
17 0.00 1 1 Q 34.4 0.34 0.34
18 0.82 3.068 0.326 11.4 R 11.8 0.59 0.59
19 1.12 4.837 0.207 14.5 S 6.3 0.06 0.06
20 0.00 1 1 T 58.2 0.58 0.58
21 0.00 1 1 U 25.3 0.25 0.25
22 0.00 1 1 V 23.9 0.24 0.24
23 0.00 1 1 W 1.4 0.07 0.07
24 0.00 1 1 X 19.2 0.96 0.96
25 0.00 1 1 Y 19.4 0.97 0.97

Z

PET Workload

Required Shielding and Expected Weekly Doses

      PET CT Shielding Analysis Summary

CT Workload
DLP Method CTDI Method

Head

Body
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CONTROL

CTCT CONTROL

PREP PREP

READ
NURSE OFF.

ELEC. STEAM
GENERATOR

READING
GENERAL
STORAGE

UPTAKE
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DRESS
DRESS
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DRESS

WORK

CT EQUIP RM

2.2-3.5.8.12 (3) HOT SOILED HOLD
DEDICATED DECAY CONTAINERS PROVIDED 
FOR HOT WASTE

2.2-3.5.7.3(7)C; 2.2-3.5.10.2(3)B
DEDICATED HOT TOILET 
WITH HANDWASHING STATION IS ADJACENT TO UPTAKE/ 

2.2-3.5.7.3(7) UPTAKE/ COOLDOWN
SHIELDED ROOM IS PROVIDED FOR PATIENT UPTAKE/ 

2.2-3.5.7.1(d) DOSE ADMINISTRATION
PERMITTED TO BE COMBINED WITH PATIENT 
UPTAKE/ COOLDOWN

2.2-3.5.10.3 PATIENT CHANGING RM
MIRROR & SEAT PROVIDED, PATIENT BELONGINGS 

2.2-3.5.8.15 PRE/POST PATIENT CARE STATION
DEDICATED TO THIS CLASS 1 IMAGING

2.2-3.5.8.21 HOT LAB
A SHIELDED AND SECURABLE ROOM WITH 
STORAGE FOR SOURCE, DOSE & SYRINGE 
NEEDLES.  EMERGENCY EYEWASH PROVIDED

2.2-3.5.8.3; 2.1-2.8.3 DOCUMENTATION 
WORK SURFACE PROVIDED

2.2-3.5.2.3(1); 2.2-3.5.3.1(2); 2.2-3.5.7.3(3)(b) 
HANDWASH STATION
A HANDWASHING STATION IS PROVIDED 
WITHIN THE CLASS 1 IMAGING ROOM

2.2-3.5.1.2; 2.2-3.5.3.2; 2.2-3.5.7.3(4) CONTROL ROOM
A SHIELDED CONTROL ROOM WITH SHIELDED VIEW 
WINDOW PROVIDES A FULL VIEW OF BED, GANTRY & 
PATIENT DURING IMAGING ACTIVITIES

2.2-3.5.2.1 CLASS 1 IMAGING 
THE ROOM IS DESIGNED FOR CLASS 1 PROCEDURES

2.2-3.5.2.2(b); 2.2-3.5.3.1; 2.2-3.5.7.3(3) 

ROOM IS SIZED & CONFIGURED TO PROVIDE 3'-0" 
CLEARANCE ON ALL SIDES OF IMAGING DEVICE AND 5'-0" 
CLEARANCE ON PATIENT TRANSFER SIDE OF PATIENT TABLE

2.2-3.5.2.6 MULTI-MODALITY ROOM
MEETS REQUIREMENTS FOR BOTH CT IMAGING FACILITY 
& PET IMAGING FACILITY

TABLE 2.1-1 ELECTRICAL RECEPTACLES
8 OUTLETS TOTAL, 4 CONVENIENT TO LATERAL SIDE 
OF IMAGING GANTRY

TABLE 2.1-2 CALL SYSTEMS
EMERGENCY CALL STATION

TABLE 2.1-3 MEDICAL GAS
(1) OXYGEN, (1) VACUUM 

2.2-3.5.1.2 RADIATION PROTECTION
RADIATION PROTECTION IS REQUIRED.  
DESIGN DONE BY CERTIFIED RADIATION PHYSICIST

2.2-3.5.7.3(2) PET SUITE  CONFIGURATION
PET SUITE IS DESIGNED TO RESTRICT 
INCIDENTAL EXPOSURE WITH  SHIELDING PER 
CERTIFIED PHYSICIST.

2.2-3.5.8.13 EQUIP SUPPLY
CLEAN LINEN STORAGE 

2.2-3.5.2.5; 2.2-3.5.7.3(5) SYSTEM COMPONENT ROOM
ALL ASSOCIATED PET EQUIPMENT IS LOCATED WITHIN 
THE SCAN ROOM

2.2-3.5.8.16 CONTRAST PREP
SINK, COUNTER, SECURE STORAGE PROVIDED
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